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The Ilincls Coil-L.ack Anchor Bolt is a proprietary
itsm which is the property of the Iflinois Daspartment of
Transpotrtation. Use, reproduction or disclosure without
exprese written permission is prohibitfed and protscted
under Federal copyright lows. The production and
the fabrication of this boit for use on highway projects
in the State of Ilincis shall be permitted and there shalf
be no incurred charges or fees to the manufacturer or
the fabricator for producing or fabricating this bolf.

d§ Holes with Zerk GENERAL NOTES
for epoxy grout .

Holes in the masonry for anchor bolfs shall be drilled \through the base
piates to the diameter and depth shown or according tolthe manufacturer’s
recommendation after beams or girders have been erected and adjusied.

Prior to setting the bolts, the holes shall be dry and il dust and loose
particles shall be removad by the use of compressed airt or veocuuming.

The anchor bolts, furnished and installed and including the epoxy grout or
capsules shall not be pald for separately but shail be irgluded in the unit bid
price for Furnishing & Erecting Structural Steel.
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- MATERIALS FOR JLLINGIS COIL-LOCK
/ / ANCHOR BOLT

g The anchor bolt shall be fabricated from cold drawn or \hot finished seamless
carbon steel mechanical tubing conforming fo ASTM A 518] Grade 1026, CW and

. e . - i supplied with hexagonal nuts and cut washers.
The coil wire shall be made of any suffable soft steel wire.
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L . The finished anchor bolt shall be cleaned of rust and other foreign materiols
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and wrapped or packaged fo prevent contamination until th
The epoxy grout shall be a two-component, epoxy resin b
ASTM © 881, Type I, Grade 1 and of a Class suitable for
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L With the coll wira In place, the bolt shall be Ingerted i
clockwise fo a snug fit in the hole. Nut ¢nd washer shall
The nut shall be tensioned untll the stesl base plotes are
bearing sedat.

2. Epoxy grout shall be pumped through the zerk Titting
shail continue until the epoxy overflows the hole around th

is discontinued, excess epoxy shall be Immedictely wiped oF
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The Contractor may use, af his option, the capsule or 1h

fype anchor rods that have been previcusly tested and give
Department. The Controctor shall install these anchor rods
according fo the manufacturer’'s recommendations and prog
The capsule or the adhesive cartridge Type anchor rods
system composed of:
1 A threaded rod stud with nut and washer of the
2. A ssaled glass capsule or a sealed glass adhesive
premecsurad amounts of the adhssive chemical.

Anchor bolts may be ASTM F 1554 Grade 105, ASTM A
Grade 105,

e adhesive cartridge
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COIL-LOCK ANCHOR BGLT
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ANCHOR BOLT DETAIL

3002 CROSSING OUHT — ~
FAS 1523 (CH 55) OVER UPPER SALT FORK
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